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THE FOLLOWING MERCHANDISE WAS (WERE) SUBMITTED AND IDENTIFIED BY THE CLENT AS:

CLIENT                       ：UNIROLL.

PRODUCT DESCRIPTION       ：RUBBER PAD.

COLOR                       ：BLACK.

TESTING DATE                ：2005/2/20 TO 2005/2/25.

SAMPLE SUBMITTED BY       ：UNIROLL.

WE HAVE TESTED THE SAMPLE(S) SUBMITTED AS REQUESTED AND THE FOLLOWING RESULTS WERE OBTAINED.

	TEST ITEM(S)
	METHOD
	RESULT

	Roll Dimension
	48″(1220mm) * (6mm)
	Standard

	Roll Weight
	Specify 1.25 lb/m2
	6.6 kg/m2

	Roll Length
	——
	Specify Roll Length

	Colors
	——
	Black

	Tensile Strength 
	lb/in2 (ASTM D412)
	200 min

	Flexibility
	1/4-inch mandrel (ASTM F137)
	PASS

	Static Load 
	1000 lb/in2 (ASTM F970)
	< 0.020 in

	Coefficient of Friction
	(ASTM 2047)
	> 0.9

	Chemical Resistance
	

	5% Acetic Acid
	(ASTM F925)
	No Change

	70% Isopropyl Alcohol
	(ASTM F925)
	No Change

	Mineral Oil
	(ASTM F925)
	No Change

	5% Sodium Hydroxide
	(ASTM F925)
	No Change

	5% Hydrochloric Acid
	(ASTM F925)
	No Change

	5% Ammonia
	(ASTM F925)
	No Change

	Bleach
	(ASTM F925)
	No Change

	5% phenol
	(ASTM F925)
	No Change

	Gasoline
	(ASTM F925)
	No Change

	Sulfuric Acid
	(ASTM F925)
	No Change

	Kerosene
	(ASTM F925)
	No Change

	Olive Oil
	(ASTM F925)
	No Change

	Ambient Noise Reduction
	Sabin/ft2(ASTM C423)
	0.10

	Thermal Conductivity 
	BTU-in/hr-ft2-ºF(ASTM C518)
	0.406

	Impact Insulation Class
	(ASTM E492)
	≥45

	Sound Transmission Coefficient
	(ASTM 413)
	≥45
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